
Installation instructions for electricians for the 

US, EU, and UK markets.

Instructions

On/Off Inline 
Floor Unit



Step 1: Unplug the lamp from the wall.

Step 2: Decide where you would like 

to install the on/off unit. Normally it is 

(8–10”)/(20–26cm) from the base of  

the lamp.

Step 3: Cut the lamp cord and separate 

each end of the lamp cord into two 

wires on both sides of the cut.

Step 4: Remove 3/8” (1.0cm) of 

installation from each end of the four wires.

Before you proceed with the installation there is a YouTube installation video,  
we recommend you take two minutes to watch.
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Step 5: Remove the base plate from 

the ON/OFF unit by unscrewing it with a 

screwdriver or a coin.

Step 6: Insert one end of the cut lamp 

cord into one of the holes on the side of 

the ON/OFF unit and the other wire from 

the wall outlet into the other hole.Allow 

about a 4”of excess wire to make the 

connections.

Step 7: Connect one wire from the 

wall plug to the unused side of the wire 

connector that isconnected to the switch. 

Connect one wire from the lamp to the 

unused side of the wire connector thatis 

connect to the switch. Clamp down both 

wire connectors.

Step 8: Within the unit you will find 

a third wire connector. Connect the 

remaining two wire, one from the 

wall plug and one from the lamp into 

each side of the wire connector and 

clamp them both down. You have now 

completed the electrical installation.

 

Step 9: Pull any excess wire back 

toward the lamp and the plug. Push all 

the wires and the connectors back into 

the base of the ON/OFF control unit and 

screw the base plate back on.

Step 10: The installation is now 

complete. Insert the plug into the wall 

outlet, turn on the light and push the  

ON/OFF unit up and down to confirm 

that it is working correctly.
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1. First check that the switch for the 

lamp is on.

2. Check the bulb on the lamp to make 

certain that it’s good.

3. Check to see if the plug is inserted 

into the wall correctly.

4. If it still does not work, disconnect 

the plug from the wall. Reopen the unit 

and make surethat the wires are firmly 

installed into each of the connectors and 

the connectors are all locked down.

5. If necessary, contact  

JSmith@Cossucollections.com for 

further assistance.

The on/off switch used in this unit is a UL 

listed component switch and meets all 

CE specifications for the EU and the UK. 

It is designed to be used with 10A/125 

VAC and 4A/250 VAC

If the light does not turn on:
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